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Heavy Duty Rotary Pick-up Type

EC 5100H/EC 6100

EC 5100H/EC 6100
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Jumbo type automatic cylindricity measuring insfrument. A
Rotary Pick Up Type.
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For Ultra Large Component

Measuring space and loading capacity on table

600 % 460 < 1000 mm 200 kg EC 5100H

1300 < 830 < 2000 mm 800 kg EC 6100

Extended table X axis slideways allow very heavy components to
be measured with comparative ease and safety.

Avtomatic X axis drive with pre-set positioning
Automatic X axis drive with pre-set positioning allows multiple
hores such as engine blocks to be measured automatically.

*EC 5100H
Tt # EC 5100H EC 6100
A i - B ZHEHERZRMSZ RHBEEEX
[E#RFEE 27 0.05 um (JIS B7451) #7518 0.15 um, /50 mm (34%)
FT—TILOKREE 600X460 mm 1300X830 mm
F—TJILER F— JILIEENEEE X:800 mm Y :Z£60mm X:1000 mm Y :100 mm
HERADH L MERIERE &S E +60 mm / £6 mm, 340 mm (+£1°)
HEEATEHEE 0.6 um,/fEE D200 mm 5.0 pum, 1000 mm
LTFENER Elgnediz & ETEDFITE 0.8 um,/100 mm
LTREE 1000 mm (bR & A T X7 — L ffFERS) \ 2000 mm (bR & 1A 5 X7 — L{EFR)
1R BIE S/ FIENFEE 100 mN (10 ¢f) INAIZE 1800 um (b 2 &2 1 5 X 7 — L fEFARE)
FEHABENR BHE BBHERT 170 mm,/£&/)\F/R 0.001 mm
Bl RAUER/HHES ASHE ¢ 550 mm, 200 kg ASHE 4680 mm, 800 ke
BRAES S/ mAEHREZ 1010 mm, ¢ 620 mm 2005 mm, /¢ 1200 mm
ELEED BIE SR 100, 200, 500, 1000, 2000, 5000, 10000, 20000, 50000

SPECIFICATIONS

EC 5100H

EC 6100

Rotation Unit

Rotating method

Unique Porous Static Air Bearing System

Rotational accuracy

Thera-axis 0.05 um (JIS

B7451)  R-axis 0.15 um,50 mm (Range)

Table

Table Size

600X460 mm

1300X830 mm

Table Drive Range

X:800 mm Y :=+60mm

X:1000 mm Y :100 mm

Mechanical Centering,/ Tilting Range

+60 mm / £6 mm, 340 mm (£1°)

Vertical Column

Straightness Accuracy

0.6 pm,/200 mm 5.0 pm,1000 mm

Parallelism

0.8 um,/100 mm

Vertical Motion Range

1000 mm (b stylus arm)

2000 mm (b stylus arm)

Pick Up

Measuring Force/Range

Within 100 mN (10 gf) Changeable,” 1800 um (b stylus arm)

Radial Arm

Range/ Positioning Display

170 mm,Min. Display 0.001 mm

Measuring Range

Measuring Size /Loading Capacity

ID, OD 550 mm, 200 kg

ID, OD 680 mm,” 800 kg

Measuring Height,”Loading Size

1010 mm, /¢ 620 mm

2005 mm,$ 1200 mm

Amplifier

Magnification

100, 200, 500, 1000, 2000, 5000, 10000, 20000, 50000
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